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                                                   See page 2 for step-by-step instructions 



    

STEP-BY-STEP DIRECT MOUNT INSTALLATION INSTRUCTIONS        

 
 

Step 1: Gather all necessary materials for installation 

- SofStop wall padding  
- Laser/Chalk line/Level 
- Drill  
- The necessary screws needed for installation into drywall, brick, concrete, CMU, etc. (not included)  

Step 2: Lay out all wall padding in the designated area before installing the first pad.  

Step 3: Attach padding to wall  

- Install padding ~4” off the floor or just above the base molding for easy cleaning of floor.  
- Apply one to two horizontal beads of adhesive in the center of the wall pad. 

o Or toe screw both sides of the wall padding, at the midpoint, to the wall (except for the exposed side of 
end pads) 

- Use (6) ¼” x 2” screws (3x top and 3x bottom) to fasten the pad to the wall per the illustration.  
- If necessary, to remove any wrinkles from imperfections in the wall, place a horizontal shim at the midpoint of 

the pad to push the pad away from the uneven section of the wall. 

Step 4: Use a damp towel to wipe off any dirt or debris that may be on the pad from the installation process.          

 

 

*If you have any trouble installing or servicing your SofStop Wall Padding, please call your dealer or Ward’s Sofstop 
directly (765) 649-2060*  

                                                                                                     


